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UKCA Certificate of Constancy of Performance

By Royal Charte:

This is to certify that: AllGlass Reprocessors (UK) Limited
49 Burnbrae Road
Linwood Industrial Estate
Linwood
Paisley
PA3 3BD
United Kingdom

Holds Certificate Number: 0086 CPR 809828

In respect of:

Road marking drop on materials and glass beads

In compliance with the Regulation (UK) Statutory Instrument 2019 No 465 of the United Kingdom Parliament
(Construction Products (Amendment etc.) (EU Exit) Regulations or CPR), this certificate applies to the above
construction product. This certificate attests that all the provisions concerning the assessment and verification of
constancy of performance described in Annex ZA of the above standard(s) under system 1 for the performance set
out in this certificate are applied and that the factory production control conducted by the manufacturer is assessed
to ensure the constancy of performance of the construction product. This certificate was first issued on the date
below and will remain valid as long as neither the designated standard, the construction product, the AVCP methods,
nor the manufacturing conditions in the plant are modified significantly, unless suspended or withdrawn by the
approved product certification body.

For and on behalf of BSI, an Approved
Body for the above Regulation

(Approved Body Number 0086): Shahm Barhom, Group Product Certification Director

First Issued: 2024-09-18 Effective Date: 2024-09-18
Latest Issue: 2024-09-18
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UKCA Certificate of Constancy of Performance

No. 0086 CPR 809828

BS EN 1423: 2012/AC:2013 Drop on Materials Used in Road Markings — Glass Beads
Premix Glass Beads Used in Road Markings Materials
Solid Glass Beads, Class C

Product
Highway road marking, Premix, Drop-on glass beads with anti-skid materials for circulation areas.

1. Glass beads
Granulometries:

Granulometry 600 - 125 DoP number: 1 “UCme™ 600 — 125"
Upper nominal 600 um | Sieve 710 pm 600 pm 355 pym 212 pm 125 pm
sieve

Lower nominal 125 pm | Cumulative retained % | 0-2 0-10 30-70 70-100 95-100
sieve

Granulometry 600 - 180 DoP number: 6 “UCme™ 600 — 180"

Upper nominal 600 um | Sieve 710 ym | 600 pm | 500 pm | 425 uym | 355 pm | 250 ym | 180 pm
sieve

Lower nominal 180 um | Cumulative | 0-2 0-10 10-33 25-50 40-70 70-90 95-100
sieve retained %

Granulometry 850-125 DoP number: 3 “1423" 850 - 180"

Upper nominal 850 um | Sieve 1 mm 850 um | 500 um | 300 pm | 180 pm | 125 pm
sieve

Lower nominal 125 ym | Cumulative | 0-2 0-10 15-45 45-85 70-100 | 95-100
sieve retained %

Granulometry 850-125 DoP number: 4 “UCme™ 850 — 125"

Upper nominal 850 um | Sieve 1 mm 850 um | 500 um | 300 pm | 180 ym | 125 pm
sieve

Lower nominal 125 ym | Cumulative | 0-2 0-10 20-60 45-85 70-100 | 95-100
sieve retained %

First Issued: 2024-09-18 Effective Date: 2024-09-18

Latest Issue: 2024-09-18
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UKCA Certificate of Constancy of Performance
No. 0086 CPR 809828

BS EN 1423: 2012/AC:2013 Drop on Materials Used in Road Markings — Glass Beads
Premix Glass Beads Used in Road Markings Materials
Solid Glass Beads, Class C

Product
Highway road marking, Premix, Drop-on glass beads with anti-skid materials for circulation areas.

1. Glass beads
Granulometries: continued

Granulometry 850-106 DoP number: 33 “UCme™ 850 — 100"

Upper nominal 850 pm | Sieve 1 mm 850 um | 500 pm | 355 um | 212 pm | 180 pm | 106 pm
sieve

Lower nominal 106 pm | Cumulative | 0-2 0-10 10-40 30-70 60-100 | 80-100 | 95-100
sieve retained %

Granulometry 850-180 DoP number: 34 “UCme™ 850 — 180"

Upper nominal 850 pm | Sieve 1 mm 850 pm | 500 pm | 425 pum | 300 pm | 180 pm
sieve

Lower nominal 180 um | Cumulative | 0-2 0-10 15-55 25-65 55-95 95-100
sieve retained %

Granulometry 800-180 DoP number: 26 “UCme™ 850 — 180"

Upper nominal 850 pm | Sieve 1 mm 850 pm | 500 pm | 425 pum | 300 pm | 180 pm
sieve

Lower nominal 125 pm | Cumulative | 0-2 0-10 20-40 35-55 65-85 95-100
sieve retained %

Granulometry 850-212 DoP number: 5 | “UCme™ 850 — 212"

Upper nominal | 850 pm | Sieve 1 850 710 600 500 425 355 um| 212 ym
sieve mm Um gm Um Um Um

Lower nominal 125 pm | Cumulative | 0-2 0-10 5-30 15-55 | 40-80 | 50-90 | 70-95 95-100
sieve retained %
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UKCA Certificate of Constancy of Performance
No. 0086 CPR 809828

BS EN 1423: 2012/AC:2013 Drop on Materials Used in Road Markings — Glass Beads
Premix Glass Beads Used in Road Markings Materials
Solid Glass Beads, Class C

Product
Highway road marking, Premix, Drop-on glass beads with anti-skid materials for circulation areas.

1. Glass beads
Granulometries: continued

Granulometry 1000-106 DoP number: 35 | “1000-106"

Upper nominal 1 mm Sieve 1.18 mm | 1 mm | 850 um | 500 um | 300 pm | 180 pm | 106 pm
sieve

Lower nominal 106 pm | Cumulative | 0-2 0-10 | 0-15 15-45 15-45 85-100 | 95-100
sieve retained %

Granulometry 1180-212 DoP number: 30 “UCme™ 1180 — 212"

Upper nominal 1.18 mm | Sieve 1.4 1.18 mm 1mm | 850pum | 600 um | 355 um | 212 ym
sieve mm

Lower nominal 212 ym | Cumulative | 0-2 0-10 0-15 10-35 20-60 50-90 95-100
sieve retained %

Granulometry 1180-425 DoP number: 36 “710 - 1180"

Upper nominal 1.18 mm | Sieve 1.14 mm 1.18 mm | 850 ym | 600 pm | 425 pm | 250 pm
sieve

Lower nominal 425 pm | Cumulative | 0-2 0-10 3-20 20-60 50-90 95-100
sieve retained %

Granulometry 1400-600 DoP number: 37 “UCme™ 1400 — 600"
Upper nominal 1.4 mm | Sieve 2 mm 1.4 mm 1 mm 850 um 600 pm
sieve

Lower nominal 600 pm | Cumulative retained % | 0-2 0-10 30-70 60-100 95-100
sieve
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UKCA Certificate of Constancy of Performance

No. 0086 CPR 809828

BS EN 1423: 2012/AC:2013 Drop on Materials Used in Road Markings — Glass Beads
Premix Glass Beads Used in Road Markings Materials
Solid Glass Beads, Class C

Product

Highway road marking, Premix, Drop-on glass beads with anti-skid materials for circulation areas.

1. Glass beads
Granulometries: continued

WITH:

Refractive index of the Glass beads

Class A

Maximum weighted % of defective glass beads

Beads with diameter < 1 mm Maximum 20%

Beads with diameter > 1 mm Maximum 20%

Resistance to water, hydrochloric acid, calcium chloride
and sodium sulfide

Pass

Dangerous substances

Class 1 for As, Pb and Sb

First Issued: 2024-09-18
Latest Issue: 2024-09-18
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UKCA Certificate of Constancy of Performance
No. 0086 CPR 809828

BS EN 1423: 2012/AC:2013 Drop on Materials Used in Road Markings — Glass Beads
Premix Glass Beads Used in Road Markings Materials
Solid Glass Beads, Class C

Product
Highway road marking, Premix, Drop-on glass beads with anti-skid materials for circulation areas.

2. Antiskid aggregates
Granulometries:

Granulometry 500-150 DoP number: 7 “UCme™ 500-150 Glass
Grain antiskid aggregate
glass grains”

Upper nominal 500 ym | Sieve 850 um 500 pm 425 um | 250 um | 150 pm | 106 pm

sieve

Lower nominal 150 pm | Cumulative | 0-2 0-10 0-40 60-100 | 95-100 | 99-100

sieve retained %

Dangerous substances: Class 1 for As, Pb and Sb
Transparent antiskid aggregate | Friability index: max. 25

Granulometry 850-125 DoP number: 39 “UCme™ 850 — 125 GG
Antiskid aggregate glass
grains”

Upper nominal 850 pm | Sieve 1.0 850 um | 600 pm | 355 um | 212 pm | 125 pm | 90 pm

sieve mm

Lower nominal 125 pm | Cumulative | 0-2 0-10 0-40 60-100 | 80-100 | 95-100 | 99-100

sieve retained %

Transparent antiskid aggregate | Friability index: max. 25
First Issued: 2024-09-18 Effective Date: 2024-09-18
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UKCA Certificate of Constancy of Performance
No. 0086 CPR 809828

BS EN 1423: 2012/AC:2013 Drop on Materials Used in Road Markings — Glass Beads
Premix Glass Beads Used in Road Markings Materials
Solid Glass Beads, Class C

Product
Highway road marking, Premix, Drop-on glass beads with anti-skid materials for circulation areas.

2. Antiskid aggregates
Granulometries: continued

Granulometry 850-250 DoP number: 8 “UCme™ 850-250 Glass
Grain antiskid aggregate
glass grains”

Upper nominal 850 um | Sieve 1.0 mm 850 pm 600 um | 425 um | 250 pm | 150 ym
sieve
Lower nominal 250 ym | Cumulative | 0-2 0-10 0-40 60-100 | 95-100 | 99-100
sieve retained %
Dangerous substances: Class 1 for As, Pb and Sb
Transparent antiskid aggregate | Friability index: max. 25
Granulometry 1700-850 DoP number: 9 “UCme™ 1700-850 Glass

Grain antiskid aggregate
glass grains”

Upper nominal 1.7 mm | Sieve 2 mm 1.7 mm 1.4mm | 1mm 850 um | 710 pm
sieve
Lower nominal 850 um | Cumulative | 0-2 0-10 0-40 60-100 95-100 99-100
sieve retained %
Dangerous substances: Class 1 for As, Pb and Sb
Transparent antiskid aggregate | Friability index: max. 25
First Issued: 2024-09-18 Effective Date: 2024-09-18
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UKCA Certificate of Constancy of Performance
No. 0086 CPR 809828

BS EN 1423: 2012/AC:2013 Drop on Materials Used in Road Markings — Glass Beads
Premix Glass Beads Used in Road Markings Materials
Solid Glass Beads, Class C

Product
Highway road marking, Premix, Drop-on glass beads with anti-skid materials for circulation areas.

3. Mixtures of glass beads and antiskid aggregates

The composition of the mixtures and the proportions of the components are mentioned on the product data sheet
of the manufacturer and on the labelling of the products.

The glass beads in the mixtures are:

- Mentioned under 1. Glass Beads

- Or are glass beads supplied eith Declaration of performance of their manufacturer.
The antiskid aggregates in the mixture are:

- Mentioned under 2. Antiskid aggregates

- Or aggregates supplied with a declaration of performance

- Or are one of the following antiskid aggregates:

Granulometry 355-150 DoP number: 40 “F70” antiskid aggregates
corundum

Upper nominal 355 um | Sieve 500 pm 355 um 212 ym | 180 ym | 150 pm | 90 pm
sieve
Lower nominal 150 ym | Cumulative | 0-2 0-10 40-80 60-100 | 95-100 | 99-100
sieve retained %

Transparent antiskid aggregate Friability index: max. 12
First Issued: 2024-09-18 Effective Date: 2024-09-18
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UKCA Certificate of Constancy of Performance
No. 0086 CPR 809828

BS EN 1423: 2012/AC:2013 Drop on Materials Used in Road Markings — Glass Beads
Premix Glass Beads Used in Road Markings Materials
Solid Glass Beads, Class C

Product
Highway road marking, Premix, Drop-on glass beads with anti-skid materials for circulation areas.

3. Mixtures of glass beads and antiskid aggregates continued

Granulometry 500-212 DoP number: 41 “F54" antiskid aggregates
corundum

Upper nominal 500 pm | Sieve 710 500 ym | 355 um | 250 pm | 212 pm | 180 pm | 106 pm

sieve gm

Lower nominal 212 ym | Cumulative | 0-2 0-10 20-60 60-100 | 95-100 | 97-100 | 99-100

sieve retained %

Transparent antiskid aggregate | Friability index: max. 12

Granulometry 600-150 DoP number: 42 “Minigrain 2" antiskid
aggregates cristobalite

Upper nominal 600 pm | Sieve 850 um 600 pm 355um | 212 uym | 150 ym | 90 pm

sieve

Lower nominal 150 pm | Cumulative | 0-2 0-10 35-75 75-100 | 95-100 | 99-100

sieve retained %

Transparent antiskid aggregate Friability index: max. 35

Granulometry 710-150 DoP number: 43 “F40” antiskid aggregates
corundum

Upper nominal 710 ym | Sieve 1.0 mm 710 pm 425 um | 250 pm | 150 pm | 90 pm

sieve

Lower nominal 150 pm | Cumulative | 0-2 0-10 40-80 60-100 95-100 99-100

sieve retained %

Transparent antiskid aggregate Friability index: max. 12
First Issued: 2024-09-18 Effective Date: 2024-09-18
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UKCA Certificate of Constancy of Performance
No. 0086 CPR 809828

BS EN 1423: 2012/AC:2013 Drop on Materials Used in Road Markings — Glass Beads
Premix Glass Beads Used in Road Markings Materials
Solid Glass Beads, Class C

Product
Highway road marking, Premix, Drop-on glass beads with anti-skid materials for circulation areas.

3. Mixtures of glass beads and antiskid aggregates continued

Granulometry 1180-500 DoP number: 44 “F24" antiskid aggregates
corundum
Upper nominal 1.18 mm | Sieve 2 mm 1.18 mm 1.0mm | 710 um | 500 pm | 300 pm
sieve
Lower nominal 500 ym | Cumulative | 0-2 0-10 40-80 60-100 | 95-100 | 99-100
sieve retained %
Transparent antiskid aggregate Friability index: max. 12
Granulometry 1400-710 DoP number: 45 “F20” antiskid aggregates
corundum
Upper nominal 1.4 mm | Sieve 2 mm 1.4 mm 1.0mm |850pum | 710 pm | 600 pm
sieve
Lower nominal 710 pm | Cumulative | 0-2 0-10 55-95 60-100 | 95-100 | 99-100
sieve retained %
Transparent antiskid aggregate Friability index: max. 12
Granulometry 1700-850 DoP number: 46 “F16” antiskid aggregates
corundum
Upper nominal 1.7 mm | Sieve 2 mm 1.7 mm 14mm | 1.0mm | 850 pm | 710 pm
sieve
Lower nominal 850 pm | Cumulative | 0-2 0-10 0-40 60-100 95-100 99-100
sieve retained %
Transparent antiskid aggregate Friability index: max. 12
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